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DIRECTORATE FOR STANDARDS AND QUALITY
QUALITY ASSURANCE AND TESTING CENTER 3

GIAY CHUNG NHAN
CERTIFICATE

S6/No:13-16
(CADIVI 02-2016)

Chirng nhén sdn phdm / This is to certify that :

CAP BIEN CO CACH BIEN DANG DUN DUNG CHO DIEN AP DANH DINH BANG
0,6/1 (1,2) kV VA 1,8/3 (3,6) kV / POWER CABLES WITH EXTRUDED INSULATION
FOR RATED VOLTAGES OF 0,6/1 (1,2) kV AND 1,8/3 (3,6) kV

Nhan hiéu / Brand: CADIVI Loai/ Types : Cu/lPVC; Cu/XLPE; A/PVC; A/XLPE
Duoc san xuét bdi / Produced by :

CONG TY CO PHAN DAY CAP DIEN VIET NAM (CADIVI)
Dia chi/ Address: 70 - 72 Nam Ky Khéi Nghia, Phwéng Nguyén Thai Binh, Quan 1, TP. HCM
Phi hop yéu chu ky thut clia tiéu chun/ Conform to specifications of the standard -
TCVN 5935-1:2013 - Cap dién co cach dién dang dun va phy kién cap dién dung
cho dién ap danh djnh tir 1 kV (U, = 1,2 kV) dén 30 kV (U, = 36 kV)
Phan 1: Cap duing cho dién 4p danh dinh biing 1 KV (Un =1,2kV) va 3KV (Un =38 kV)
Tai céc chi tiéu néu tai trang 2 cla gidy chirng nhan /
At technical characteristics detailed at page 2 of this certificate
Phwong thire chirng nhan / Certification scheme :

Phwong thirc 5/ Scheme 5
(Théng tw sé 28/2012/TT-BKHCN ngay 12/12/2012 cua B$ Khoa hoc va Céng nghé)
(Circular Ny 28/2012/TT-BKHCN dated 12", December 2012 of Ministry of Science and Technology)

Gidy chirng nhan nay cé gia trj tie 21/06/2016 dén 20/06/2019
This certificate remains valid from 21% June 2016 to 20™ June 2019

GIAM POC
IRECTOR

Trung tém K thu@t Tiéu chudn Bo lutmg Chétlugng 3 49 Pasteur, Quén 1, Tp.H& Chi Minh Tel: (84-8) 3820 4274  Fax: (84-8) 3829 3012
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DANH MUC CAC CHIi TIEU KY THUAT CUA CUA SAN PHAM DAY CAP DIEN
PHU HQP TIEU CHUAN TCVN 5935-1:2013
(Ban hanh kém theo Gidy chirng nhan sé 13-16 (CADIVI 02-2016), ngay 21/06/2016)

s N

LIST OF POWER CABLE’S TECHNICAL CHARACTERISTICS IN
MPLIANCE WITH THE STANDARD TCVN 5935-1:2013
the certificate No 13-16 (CADIVI 02-2016), dated 21/06/2016)

tiéu ky thuat /
ical characteristic

- ey
(3 -

Phu hop véi tiéu chudn TCVN 5935-1:2013 tai /
Comply with the standard TCVN 5935-1:2013 at

rudt dan/
Conductors characteristic

e Phan loai / Classification

o S6 soi dan/ Number of wires

01 e Duwong kinh / Diameter Muc 5/ Clause 5
e Dién tré mot chiéu cda 1 km
rudt d&n & 20°C / Resistance
per kilometer length of
conductor at 20°C
Pac tinh cach dién/
Insulation characteristic
* iU deytach dn / Muc 6 / Clause 6
Insulation thickness
“ Bdplnier| Béng 15 / Table 15
5 Mechanical properties
2 e Pactinh nhu’_a nhiét déol Bang 16 / Table 16
Thermoplastic properties
Bang 16 (ddi v&i cach dién PVC) /
e Cac dac tinh khac / Table 16 (for PVC insulation)
Miscellaneous Bang 17 (dbi v&i cach dién XLPE) /
Table 17 (for XLPE insulation)
Péc tinh dién /
Electrical characteristic
03 e Dién tr¢ cach dién/ Muc 17, Bang 13/

Insulation resistance

Clause 17, Table 13

e Th nghiém dién ap trong 4h/
Voltage test for 4h

Muc 17 / Clause 17
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